15,25 (387.4mm)
TYP. (4)

A

L S

16.25" (412.Tm
TVP 4 14,25 (361.%

TYP, {4)

3.007 (76.2mm}

~

R 0.38 @.6mm TYP. w—" |

1
4" (101,6mm)-8 NPT

TOP VIEW

138" {187.5mm! TYP. {4)

6.38" (162.0mm) TYP. (4

1.50% (3B8.4mm)

! 20°

R 0.12" {3.0mm}

-

0.25” 16,3mm) WALL

AGCESS COVER

{22.3mm)
R10.03" (0.8mm} TYP,

R 3.00" (76.28mm}

3.25% (82,.5mm} (2}

R 0.19" 4.8

R 3507 (88,9mm) (2)-0.00" (-0.0mm}

G.06" {1,.5mm} (2}

-8
#246"
4y /ﬁmm)
w_A11.81"
{3G0mm)
R
2-/ 0.31°(5man) —{p—t6mm
DRAIN &
1.18"—-"-- 0,25 (Gmm)
PORT 130mm) E
025l ‘12 MATERIAL:
(6mm) - ASTM A48 CLASS 30 GREY IRON
- ASTM 123 HOT DIPPED GALVANIZED
0.23"(5mm) 0.31%8mm
,20°(Smm)
TYPE A 8 ¢ HEIGHT WEIGHT
1 @ 10.425"25Tmm)| 95" 24lmm) 19°(483mm] | 12" {300mm} 24kg
u |# ll.125"5233rn—m-)!l 10,75(273mm} |21.5"(46mm) | 12 (300mm} 26k

SHROUD DETAIL

R 0.12" (3.0mm} TYP:

ﬂZ.?rlm)— o5 femm
fratoved wh w

1.50" 2,00

_t

0.50" (12, 7mm}

5000 §
0,26 (E.Gmm)luZ?.O ) ¢

050" (12,7mm) WALLw b J '
1.00% (25.4mm)

~w] - 6,507 {(12.7mm) (2)

CAST IN 178" (3.0mm) HIGH CHARACTERS

NAME OF COUNTRY OF ORIGIN
174”-20 TAP THRU

SECTION A-A

TRAFFIC SIGNAL POST - MOUNTING BASE - TYPE A

A\
\ 2]
\
\\ { - 0,317 (7.9mm}
\ & go l 0.3;" (7.8mm) 350" (88.9mm)
~/
\\ \\ 1,007 l I
\ {25,4mm) | 1747 -20 TAP THRU 45 |
\ 0,25 (6.4mm) 0.31" DIA THRU |
R 0.62" {15.7mm} (8 REQD \ L350 | (7.9mm '
R 0,53 (13.5mm TYP. () REQ'D \\ (68.3mm) 125" f6.Ammb WALL
\ SECTION B-B SECTION D-D
e
c
3.74" 195.0mm) (2)
|
| | o
] | 1Y,
|
|
f 0.88”" 1 ) RE I H R 3.00" 9,81
9.88" (250,9mm) p {249.2mm}
+0.03 (+0,Tmm) R 150 el ot .38 (9,6mm) | S 40,00" 10.00mm!
38.3nmd l . 03;"; - | -0,03" {-0,7mm)
1 mm
- " " f 0.12" {3.0mm)
g GROUND LUG E TvP, { fa T
o (127, 0mm)|
8 ; : N ' i—g}o»
{ X ] I 1_L~ ol (50,8mm 3
oo (q'  5mm) ¥ 0.50"1 112, 7mm) | g.53 u3.5mm || 150"
¥ | REF. {12) REQ'D t38.1mm)
| I 056 (d.2mm) (2) REGD
VIEW C-C

POST CAP MOUNT

MAST ARM MOUNT

ITEM NO. IDENTIFICATION
|1 OUTLET BOX- GALY. 21 CU.IN. (0.000344 CU-M)]
2___LAMP HOLDER AND COVER
3 _OUTLET BOX COVER
4 RUBBER COVER GASKET
REDUCING BUSHING i
6 %19 mm CLOSE NIPPLE
419 mm) L OCKNUT
19 _mm) HOLE PLUG 2
S SADDLE BRACKET - GALV.
0___PAR 38 LAMP
1__ DETECTOR UNIT
2__POST CAP (1B FT. (5.4 mi POST MIN.J 3.

8-3-93

NoTES:

ALL ELECTRICAL ITEMS, EXCEPT ITEMS *2 AND #1l SHALL BE ALUMINUM OR

GALVANIZED
ITEM *i~ QZ/GEONEY FSX-1-50 OR EQUIVALENT

ITEM %2~ MULBERRY CON-O-SHADE LAMP SHIELD OR EQUIVALENT

ITEM #9- “BAND-IT" SADDLE BRACKET OR EQUIVALENT

WHEN POST MOLNTING IS SPECIFIED, ITEM ®9 SHALL NOT B8E REGUIRED. THE
DETECTION UNIT SHALL BE MOUNTED DIRECTLY ON TOP OF THE CAP BY DRILLING

AND TAFPING A 7,119 mm} HOLE WITH PIPE THREADS,

THE POST CAP SHALL EITHER

BE SCREWED TO THE TOP OF THE POST OR A MINIMUM OF 3 TIGHTENING SCREWS

SHALL BE REQUIRED ON EACH CAP,

NOTEs
SUPPORT EXISTING CABINET AND CONTROL EQUIPMENT

ABOVE FOUNDATION TO KEEP TRAFFFIC SIGNAL FUNCTIONING
WHILE FOUNDAYION MODIFICATION WORK IS PRCCEEOING.

DIMENSION 7+ iL75mm) LARGER
THAN CONTROLLER BASE
DIMENSION, BOTH DIRECTIONS

/ 1* (25mm) BEVEL

L —6~ (somm) . .

BREAK DOWN EXISTING

}/~12" (300mm) SO
FOUNDATION 127 (300mm) 2

. b
8" (z30mm3 | |- -

O NEW ANCHOR BOLTS

8 (z30mm-§ |

6" {150mm)

67 (150mm} e

EXISTING CONOUIT —

2 (§0mm), 4% {(100mm)

12" {30

.__ No. 3 DOWEL 1™~6" (450mm) LONG
ON 12" (300mm) CENTER (8 REQD)

NEW TYPE “D* (MODIFIED)

& 4 (100mm) A 6" (1E0mm—
EXISTING TYPE D

{CONTROLLER) FOUNDATION 36"

{810mm}

\_ FOUNDATION
\ 9" (225mm)

9r [(225mm)

MODIFY EXISTING TYPE “D” FOUNDATION

{NOT TO SCALE)

SPAN WIRE ‘\

/—- WIRE WRAP

LIGHT DETECTOR AND
CONFIRMATION BEACON—\
ATTACHED TO TUBING

I T

/— GALVANIZED TUBING
—

TETHER CASLE

LIGHT DETECTOR
CONFIRMATION BEACON

AND
MOLINTING
FOR _TEMPORARY TRAFFIC SIGNALS

NOTES:

1. REMOVAL OF EXISYING CONDUIT FROM THE HANDHOLE
AND THE INSTALLATION OF THE CONDULT BUSHING
SHALL HE INCIDENTAL TO THE MANDHOLE.

£ GALVANIZED
STEE
é TEEL HOOKS EXISTING CONDUIT [ f]
Y 21 44 NI, T0 BE RENOVED ™'
| (546.0mm -
-4 yoon WO, .
= Y
J = )
E_ EXISTING CONDUET h :
- & (203.6mmi TO REMATN
~ |~~—FRENCH
ORAIN
ELEVATION FLAN
DETAIL

HANDHOLE TO INTERCEP

EMERGENCY VEHICLE DETECTOR WITH CONFIRMATION BEACON MOUNTING DETAIL CEFT EXISTING CONOUTT
(NOT TO SCALE)
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